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Aduro 3 with drawer
Aduro 3 is a modern wood burning stove with an elegant front 
in cast iron, which creates the potential for handsome curves. The 
design is simple and timeless without superfl uous details. Cast iron 
is a solid material with a beautiful fi nish. The combustion results 
of this Swan marked wood burning stove are the best. Aduro 3 is 
recommended by the Danish “TÆNK” consumers’ magazine.

ADURO 6SK
This functional wood burning stove is incredibly suited to heating 
many square metres. The large wood chamber makes it possible 
to burn logs up to 41 cm long. Aduro 6SK is formed in a simple 
design with soft curves and elegant details. The stove is clad in 
soapstone on the sides and the top and has a cast iron door. 
Aduro 6 is also available in a version with drawer, top and door 
in cast iron (see front page). Both versions are equipped with 
the Aduro-tronic automatic control device as standard. 
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Aduro Sweeper fi replace set
A stylish and timeless fi replace set with a simple design. 
Manufactured in aluminium, rubber and plastic. The fi replace 
set consists of three parts – a dustpan, brush and poker. 
The set is supplied with an elegant wall mount. 

Glass fl oor sheets
Aduro supplies three different glass fl oor sheets: semicir-
cular, square and tear shaped. They are manufactured in 
6 mm hardened glass with a polished c-edge.

Aduro accessories
Aduro supplies different 
equipment for your 
wood burning stove. 
Everything from 
fi replace sets to 
complete chimney 
solutions.

Aduro 1 
with drawer

Aduro 1 
with wood tray 

Aduro 1SK Aduro 2 Aduro 3 
with drawer

Power

Nominal power 6 kW 6 kW 6 kW 6 kW 5 kW

Operational area 3-9 kW 3-9 kW 3-9 kW 3-9 kW 2-7 kW

Heats 30-140 m2 30-140 m2 30-140 m2 30-140 m2 30-120 m2

Measurements

Flue ventilation, diameter Ø150 mm top/rear             Ø150 mm top/rear Ø150 mm top/rear Ø150 mm top/rear
Ø150 mm top or 
Ø150 mm rear

Dimension in mm (HxWxD) 996 x 502 x 446 mm 996 x 502 x 446 mm 1029 x 502 x 446 mm 970 x 508 x 379 mm 950 x 500 x 398 mm

Distance to infl ammable material 
behind stove

17,5 cm 17,5 cm 17,5 cm 25 cm 30 cm

Distance to infl ammable material 
at side

40 cm 40 cm 40 cm 30 cm 25 cm

Distance to infl ammable material 
in corner arrangement

25 cm 25 cm 25 cm - -

Distance to furniture 100 cm 100 cm 100 cm 100 cm 90 cm

Distance from fl oor to centre of 
rear outlet

841 mm 841 mm 841 mm 828 mm 875 mm

Distance from centre of 
exhaust branch to rear edge of 
wood burning stove

195 mm 195 mm 195 mm 140 mm 140 mm

Max log length 36 cm 36 cm 36 cm 36 cm 32 cm

Width of wood chamber 37 cm 37 cm 37 cm 37 cm 33 cm

Aduro-tronic automatic 
control device

Can be equipped with device Can be equipped with device Can be equipped with device Can be equipped with device Can be equipped with device

Weight 93 kg 85 kg 150 kg 85 kg 95 kg

Colour Black and grey Black and grey Black and grey Black and grey Black and grey

Endorsements
Swan mark, DIN-plus, 

CE and EN13240
Swan mark, DIN-plus, 

CE and EN13240
Swan mark, DIN-plus, 

CE and EN13240
Swan mark, DIN-plus, 

CE and EN13240
Swan mark, DIN-plus, 

CE and EN13240

  



Flue system
Aduro supplies a versatile fl ue system in sheet iron for 
both the top and rear outlets, which is perfectly suited 
to your Aduro wood burning stove (Ø 150 mm).

Aduro Robust steel chimney
Aduro Robust is a modular constructed chimney, which is 
easy to install and creates a handsome and well-functioning 
solution to your wood burning stove. All modules are 
produced in Denmark and tested by the Danish 
Technological Institute. 

Aduro 3 
with wood tray

Aduro 4 Aduro 5 Aduro 6 Aduro 6SK

Power

Nominal power 5 kW 7 kW 7 kW 7 kW 7 kW

Operational area 2-7 kW 3-9 kW 3-9 kW 3-9 kW 3-9 kW

Heats 30-120 m2 30-140 m2 30-140 m2 30-140 m2 30-140 m2

Measurements

Flue ventilation, diameter Ø150 mm top Ø150 mm top/rear Ø150 mm top/rear Ø150 mm top/rear Ø150 mm top/rear

Dimension in mm (HxWxD) 950 x 500 x 398 mm 706 x 699/582 x 447 mm 571 x 613 x 463 mm 794 x 560 x 491 mm 794 x 560 x 491 mm

Distance to infl ammable material 
behind stove

30 cm 20 cm 25 cm 20 cm 20 cm

Distance to infl ammable material 
at side

25 cm 30 cm 30 cm 30 cm 30 cm

Distance to infl ammable material 
in corner arrangement

- 7 cm - - -

Distance to furniture 90 cm 110 cm 110 cm 110 cm 110 cm

Distance from fl oor to centre of 
rear outlet

- 575 mm - 658 mm 658 mm

Distance from centre of 
exhaust branch to rear edge of 
wood burning stove

140 mm 188 mm 190 mm 199 mm 199 mm

Max log length 32 cm 41 cm 41 cm 41 cm 41 cm

Width of wood chamber 33 cm 41 cm 41 cm 41 cm 41 cm

Aduro-tronic automatic 
control device

Can be equipped with device Can be equipped with device - Is equipped with device Is equipped with device

Weight 88 kg 83 kg 70 kg 104 kg 144 kg

Colour Black and grey Black and grey Black Black and grey Black and grey

Endorsements
Swan mark, DIN-plus, 

CE and EN13240
Swan mark, DIN-plus, 

CE and EN13240
Swan mark, DIN-plus, 

CE and EN13240
Swan mark, DIN-plus, 

CE and EN13240
Swan mark, DIN-plus, 

CE and EN13240
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ADURO 4
A simple and stylish wood burning stove with fi ne details and a 
handsome fi nish. The stove attracts attention with its distinctive 
form and large glass pane, which gives a free view to the fl ames. 
The spacious wood chamber has space for logs up to 41 cm long. 
Aduro 4 is simply characterized by its charm and the smart look, 
which gives the stove its character. A true comfort creator, which 
is suitable in both modern and classic homes. 



Aduro A/S develops, manufactures and markets 
wood burning stoves, barbeques and outdoor 
kitchens in a modern, Danish design.  
You can fi nd more information on our products and your 
nearest dealer at our website www.aduro.dk.

Aduro A/S
Silkeborgvej 765, 8220 Brabrand, Email: info@aduro.dk

Aduro 1 with woodtray
A modern convection wood burning stove that is characterized 
by its clean lines and timeless appearance.  The round design 
and curved glass of this wood burning stove maximise the 
appearance of the fl ames from all corners of the room. 

We take reservations for any printing errors and stylistic adjustments of the images used. 


